
6941AX Mains Cable - BS5467, XLPE, AWA, PVC -50mm - 1000mm

General single core control / power cable for fixed wiring arrangements and power networks. Suitable for
underground, indoor and outdoor use in cable ducting. This cable is BASEC approved.

Key Features

Installation Guidelines
Recommended for installation at
temperatures below +60°C

Voltage Rating
600/1000 Volts

Minimum Bending Radius
8 x Overall Diameter

UV/Ozone Resistance
Yes

Water Resistance
Yes

Flame Retardancy
BS EN 60332-1-2

Temperature Limits
Fixed -20°C to +90°C

Construction

Conductor: Stranded Plain Annealed Circular
Copper Conductor 
Insulation: Cross Linked polyethylene (XLPE) 
Bedding: Polyvinyl Chloride (PVC) 
Sheath: PVC (Polyvinyl Chloride) 
Armour: Aluminium Wire Armour (AWA) 

Standards

BS 5467, Flame propagation: BS EN 60332-1-2,
BASEC Approved

Core Colours

Single core: 50mm² – 1000mm² (* Please note 50mm² and 70mm² sizes are not Basec Approved)

Brown  (Insulation)

Black  (Outer Sheath)



6941AX Mains Cable - BS5467, XLPE, AWA, PVC -50mm - 1000mm -
Dimensions

Reference
Conductor
Size (mm2)

No Of Cores
Stranding(m

m)

Overall
Diameter(m

m)

Weight(Kg/K
m)

Trefoil Cleat
Nylon Cleat

Size
Nylon A2 Brass A2

6941AX50 50 1 19/1.78 17.7 638 NONE 0.7 25 20

6941AX70 70 1 19/2.14 19.6 891 NONE 0.8 32 25

6941AX95 95 1 19/2.52 21.5 1166 NONE 0.9 32 25

6941AX120 120 1 37/2.03 23.1 1412 NONE 1 32 25

6941AX150 150 1 37/2.25 26 1800 NONE 1.1 40 32

6941AX185 185 1 37/2.52 28 2200 TASB04 1.2 40 32

6941AX240 240 1 61/2.25 32 2800 TASB06 1.4 50S 40

6941AX300 300 1 61/2.52 33 3400 TASB06 1.4 50S 40

6941AX400 400 1 61/2.85 38 4450 TASB10 1.6 50 40

6941AX500 500 1 61/3.20 43 5550 TASB13 1.8 63S 50S

6941AX630 630 1 127/2.52 47 7100 TASB15 2 63S 50

6941AX800 800 1 127/2.85 55 9200 TASB20 TC9 75S 63S

6941AX1000 1000 1 127/3.20 58.8 11270 TASB20 TC10 75S 63S



THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133
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