
BS EN50288-7 Comms & Control Cable LSZH ICAT

BS EN 50288-7:2005 Multi-element metallic cables which are used in analogue and digital communication
and control systems. The cables have a mechanically robust construction and electrical transmission
handling properties. These cables are designed to connect electrical instrument circuits and provide
communication services in and around process plants and are not to be used for power supply. BS EN
50288-7 replaces the BS5308 Standard. BS 5308 has been subsequently changed to PAS5308. Cleveland
Cable still support the older standards.

Should not be installed at temperatures below 0°C

For more information please consult a member of the Cleveland Cable Sales Team

Key Features

Voltage Rating
300V: Communication & Control Cable
Not For Power Applications
500 Volt Cables Available On Request

UV/Ozone Resistance
Yes

Water Resistance
Yes

Flame Retardancy
BS EN 60332-3-24

Construction

Conductor: 0.5mm2 - 0.75mm2 Class 5 flexible
copper conductor1mm2 & above Class 2
stranded copper conductor 
Insulation: Cross Linked Polyethylene (XLPE)
laid up in pairs

Individual and Collective Screens

Bedding: Individual and collective aluminium /
mylar tape screen with tinned copper drain wire 
Sheath: Low Smoke Zero Halogen (LSZH) 

Standards

BS EN 50288-7, BS EN 50288-1, BS EN/IEC
60332-3-24, HD383, Flame Retardant to BS
EN/IEC 60332-1-2

Core Colours

Core IDs



Pairs

White  Black  (Numbered)

Triple

White  Black  Red

Sheath

Blue  or Black

BS EN50288-7 Comms & Control Cable LSZH ICAT - Dimensions

Reference Conductor Size (mm2) Overall Diameter(mm) Weight(Kg/Km)

RE2X9256 0.5 20.1 1153

RE2X9255 0.5 17.1 753

RE2X9254 0.5 15.1 531

RE2X9253 0.5 13.1 408

RE2X9252 0.5 9.4 253

RE2X9275 0.5 7.8 111

RE2X9251 0.5 7.3 161

RE2X9262 0.75 23.2 1445

RE2X9261 0.75 19.7 920

RE2X9260 0.75 17.4 728

RE2X9259 0.75 15 480

RE2X9258 0.75 10.7 299

RE2X9276 0.75 8.8 146

RE2X9257 0.75 8.3 184

RE2X9268 1 22.6 1624

RE2X9267 1 19.1 1162

RE2X9266 1 17 562

RE2X9265 1 14.7 425

RE2X9264 1 10.4 262

RE2X9277 1 8.7 132

RE2X9263 1 8.1 195

RE2X9274 1.5 30.3 1860

RE2X9273 1.5 25.6 1337

RE2X9272 1.5 25.6 957

RE2X9271 1.5 19.5 714

RE2X9270 1.5 13.7 408

RE2X9278 1.5 11.2 195

RE2X9269 1.5 10.5 242



THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133
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