
Welding Cable -BS638 Part 4, 0361TQ, EPR, CSP - 16mm to 185mm

0361TQ is an orange sleeved flexible welding cable used for connection of an electric welding machine to
the welding gun. This cable carries large current for the purposes of welding metal together in automatic and
manual welding machines. It is high quality cable for all work from occasional use to a 100% duty cycle.

Suitable for use in factory assembly lines, conveyor systems, machine tools and car manufacturing.

Key Features

Installation Guidelines
Should not be installed at temperatures
below 0°C

Voltage Rating
100 Volts

Minimum Bending Radius
As Per Manufacturers Datasheet

Flame Retardancy
BS EN 50525-2-81

Temperature Limits
Ambient Temperature: -20°C to +85°C

Construction

Conductor: Tinned annealed flexible stranded
circular copper conductor Single Core 
Insulation: Neutral Ethylene Propylene Rubber
(EPR) 
Sheath: CSP (chlorosulphonated polyethylene) 
Sheath Colour: Orange 

Standards

BS 638 Part 4, Flame retardant to BS EN 50525-
2-81, Conforms to IEC 60332-1-2

Core Colours

All sizes available in neutral



Welding Cable -BS638 Part 4, 0361TQ, EPR, CSP - 16mm to 185mm -
Dimensions

Reference
Conductor
Size (mm2)

No Of Cores Stranding(mm)
Outside

Diameter(mm)
Overall

Diameter(mm)
Weight(Kg/Km) Gland Size

0361TQ16OR 16 1 513/0.20 235 11.5 235 20S

0361TQ25* 25 1 783/0.20 330 13 330 20

0361TQ35OR 35 1 1107/0.20 440 14.5 440 25

0361TQ50OR 50 1 1566/0.20 610 17 610 25

0361TQ70OR 70 1 2214/0.20 840 19.5 840 32

0361TQ95OR 95 1 2997/0.20 1120 22 1120 32

0361TQ120O
R

120 1 608/0.50 1410 24 1410 32

0361TQ185O
R

185 1 925/0.50 2100 29 2100 40

THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133
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