
BS7835 Single Core Armoured Power Cable 11kV - XLPE, AWA, LSZH -
50mm to 630mm

Medium voltage power and distribution cable, used for supply networks. The low smoke halogen free
construction makes this cable ideal for use in public buildings. Please note: Red outer sheath can be prone
to fading when exposed to UV rays.

Key Features

Installation Guidelines
Should not be installed at temperatures
below 0°C or above +40°C

Minimum Bending Radius
As Per Manufacturers Datasheet

Construction

Conductor: Stranded Plain Annealed Compacted
Circular Copper Conductor 
Insulation: Cross Linked polyethylene (XLPE) 
Bedding: LSZH (Low smoke Zero Halogen) 
Metallic Screen: Individual or overalapped
copper tape screen 
Sheath: Low Smoke Zero Halogen (LSZH) 
Separator: Copper Tape with 10% overlap 
Armour: Aluminium Wire Armour (AWA) 
Sheath Colour: Red or Black 

Standards

BS 7835, Flame Propagation to BS EN 50265,
BS EN 50266 (IEC 60332), Acid gas emission to
BS EN 50267 (IEC60754), Smoke emission to BS
EN 50268 (IEC61034)

Core Colours

Brown

Electrical Data

Maximum conductor operating temperature: 90°C

Maximum screen operating temperature: 80°C

Maximum conductor temperature during S.C: 250°C

Laying Conditions At Trefoil Formation Are As Below

Soil thermal resistivity: 120?C. Cm/Watt, Burial depth: 0.5m ,Ground temperature: 15°C ,Air temperature:

25°C, Frequency: 50Hz



BS7835 Single Core Armoured Power Cable 11kV - XLPE, AWA, LSZH - 50mm
to 630mm - Dimensions

Reference
Conductor
Size (mm2)

No Of Cores Stranding(mm)
Overall

Diameter(mm)
Weight(Kg/Km) Trefoil Cleat

Nylon Cleat
Size

10050 50 1 19/1.78 28.7 1200 376AC04 12

10051 70 1 19/2.14 30.5 1461 376AC05 14

10052 95 1 19/2.52 32.2 1761 376AC06 14

10053 120 1 37/2.03 33.8 2049 376AC07 14

10054 150 1 37/2.25 36.2 2451 376AC08 16

10055 185 1 37/2.52 37.9 2848 376AC09 16

10056 240 1 61/2.25 40.4 3470 376AC11 16

10057 300 1 61/2.52 42.6 4103 376AC12 18

10058 400 1 61/2.85 45.6 4995 376AC14 18

10059 500 1 61/3.20 50 6320 376AC17 20

10060 630 1 127/2.52 54 7840 376AC19 TC9

THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133
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