
NYCY Power Cable - PVC - 1.5mm - 16mm

European Standard Cable. For use indoors, in cable ducts, outdoors and underground. Mainly used in
industrial plants, local power networks and power networks if increased mechanical and electrical protection
is needed.

Key Features

Installation Guidelines
Should not be installed at temperatures
below 0°C or above +60°C

Voltage Rating
600/1000 Volts

UV/Ozone Resistance
Yes

Water Resistance
Yes

Flame Retardancy
BS EN 60332-1-2

Construction

Conductor: Class 1 Solid copper conductor,
Concentric Conductor: Copper Wire 
Insulation: Polyvinyl Chloride (PVC) 
Sheath: Polyvinyl Chloride (PVC) 

Standards

BS EN 60228, VDE0276 part 603, VDE0276 part
627 for 7 cores and above, VDE 0293 Colour
codes for multi core cable, CENELEC HD627 S1,
CENELEC HD603 S2

Core Colours

2 core - Brown  Blue

3 core - Brown  Black  Grey

4 core - Brown  Black  Grey  Blue

5 core - Brown  Black  Grey  Blue  Green  Yellow



NYCY Power Cable - PVC - 1.5mm - 16mm - Dimensions

Reference
Conductor Size

(mm2)
No Of Cores

Overall
Diameter(mm)

Weight(Kg/Km)
Nylon Cleat

Size
Gland Size

NYCY2X1/5 1.5 2 13 200 0.5 20/16

NYCY3X1/5 1.5 3 13.2 220 0.5 20/16

NYCY4X1/5 1.5 4 14.2 250 0.5 20/16

NYCY5X1/5 1.5 5 15 330 0.6 20S

NYCY7X1/5 1.5 7 15 320 0.6 20S

NYCY8X1/5 1.5 8 17 400 0.7 20

NYCY10X1/5 1.5 10 18.4 410 0.8 20

NYCY12X1/5 1.5 12 19.4 470 0.8 20

NYCY19X1/5 1.5 19 22.5 660 0.9 25

NYCY27X1/5 1.5 27 26.5 1020 1 25

NYCY37X1/5 1.5 37 30 1280 1.1 32

NYCY48X1/5 1.5 48 32 1600 1.2 32

NYCY2X2/5 2.5 2 13.6 260 0.5 20S

NYCY3X2/5 2.5 3 14.2 280 0.6 20S

NYCY4X2/5 2.5 4 15.3 340 0.6 20S

NYCY5X2/5 2.5 5 16 400 0.6 20S

NYCY7X2/5 2.5 7 17.5 450 0.8 20

NYCY10X2/5 2.5 10 20.5 600 0.8 25

NYCY12X2/5 2.5 12 20.5 660 0.9 25

NYCY19X2/5 2.5 19 23.5 950 1 25

NYCY27X2/5 2.5 27 29.5 1610 1.2 32

NYCY37X2/5 2.5 37 33 1660 1.4 40

NYCY48X2/5 2.5 48 35 200 1.6 40

NYCY3X4 4 3 16.3 390 0.6 20S

NYCY4X4 4 4 17.3 460 0.6 20

NYCY5X4 4 5 19 550 0.7 20

NYCY7X4 4 7 20 600 0.8 20

NYCY2X6 6 2 17 435 0.6 20S

NYCY3X6 6 3 17.3 500 0.7 20

NYCY4X6 6 4 18.5 580 0.7 20

NYCY5X6 6 5 21 700 0.8 20

NYCY7X6 6 7 22.5 790 0.9 25

NYCY2X10 10 2 18.5 520 0.7 20

NYCY3X10 10 3 20 680 0.8 20

NYCY4X10 10 4 21 765 0.8 25

NYCY5X10 10 5 23 1000 0.9 25

NYCY2X16 16 2 20.5 720 0.8 25

NYCY3X16 16 3 23 1010 0.9 25



Reference
Conductor Size

(mm2)
No Of Cores

Overall
Diameter(mm)

Weight(Kg/Km) Nylon CleatSize Gland Size

NYCY4X16 16 4 23 1060 0.9 25

THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE



ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133
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