
PAS5308 Part1,Type2 Instrumentation Cable, Overall Screened LSZH

Manufactured to PAS5308, Instrumentation cables are intrinsically safe and designed for use in
communication and instrumentation applications in and around process industries for transmission of signals
in control systems. The signals can be analogue or digital from a variety of sensors and transducers.

For more information please consult a member of the Cleveland Cable Sales Team

Key Features

Voltage Rating
300/500 Volts

UV/Ozone Resistance
Yes

Water Resistance
Yes

Flame Retardancy
BS EN 60332-3-24

Temperature Limits
Ambient Temperature: -20°C to +65°C

Construction

Conductor: Plain Annealed Copper Conductors 
Insulation: Polyethylene (PET) Laid up to form
pairs 
Bedding: LSZH (Low smoke Zero Halogen) 
Sheath: Low smoke Zero Halogen (LSZH) to BS
7655 
Armour: Galvanised Steel Wire Armour (SWA) 

Standards

PAS5308 part 1, BS EN/IEC 60332-3-24

Core Colours

Core IDs

PAS5308 pair identification colour chart

file:///var/www/vhosts/clevelandcable.com/public/media/pdfs/BS5308-Instrumentation-Cable-Colour.pdf


PAS5308 Part1,Type2 Instrumentation Cable, Overall Screened LSZH -
Dimensions

Reference
Conductor
Size (mm2)

No Of Pairs No Of Cores
Stranding(mm

)
Overall

Diameter(mm)
Weight(Kg/Km

)
Nylon Cleat

Size
Gland Size

72722BK 0.5 2 20 Pair 16/0.2 28.5 1466 0.5 20S

72721BK 0.5 2 10 Pair 16/0.2 22.3 868 0.5 32

72720BK 0.5 2 5 Pair 16/0.2 17.3 535 0.5 25

72719BU 0.5 2 2 Pair 16/0.2 11.7 288 0.5 20

72719BK 0.5 2 2 Pair 16/0.2 11.7 288 0.5 20S

72718B* 0.5 1 1 Pair 16/0.2 10.8 242 0.5 20/16

72362B* 0.75 1 Triple 1 Triple 24/0.20 11.4 288 0.5 20S

7261B* 0.75 50 50 Pair 24/0.20 46.4 4400 2 50S

7260B* 0.75 30 30 Pair 24/0.20 36.9 2570 1.6 40

7259B* 0.75 20 20 Pair 24/0.20 30.3 1704 1.2 32

7258B* 0.75 10 10 Pair 24/0.20 24.3 1150 1 25

7257B* 0.75 5 5 Pair 24/0.20 18.8 719 0.8 20

7256B* 0.75 2 2 Pair 24/0.20 11.9 330 0.5 20S

7255B* 0.75 1 1 Pair 24/0.20 10.7 270 0.5 20/16

7496BU 1.5 1 Triple 1 Triple 7/.053 12.6 357 0.5 20S

7496BK 1.5 1 Triple 1 Triple 7/0.53 12.6 357 0.5 20S

7293B* 1.5 20 20 Pair 7/0.53 35.5 2519 1.4 40

7292B* 1.5 10 10 Pair 7/0.53 27.4 1466 1.1 32

7291B* 1.5 5 5 Pair 7/0.53 21.1 918 0.9 25

7290B* 1.5 2 2 Pair 7/0.53 13.3 397 0.6 20S

7289B* 1.5 1 1 Pair 7/0.53 11.9 312 0.5 20S

7310 2.5 5 5 Pair 7/0.67 26.5 1430 1.1 20

7309 2.5 2 2 Pair 7/0.67 15.9 490 0.6 20

7308 2.5 1 1 Pair 7/0.67 13.1 395 0.6 20S



THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133

         

 © 2025 Cleveland Cable Company  Registered Office: Riverside Park Road, Middlesbrough, Cleveland, TS2 1QW  Place of Registration: England | Registered number: 5538824  


