
ConnectEV Electric Vehicle DC Cable

 
This is a flexible single core PVC Cable. Its enhanced DC Power rating makes it ideal for high-powered
charging stations. For use internally and externally. Suitable to be used in free air, pipes and ducts in
conduit, on masonry and inside metal structures.

Key Features

Voltage Rating
600/1200 Volts AC
1.8 KV DC

Temperature Limits
Ambient Temperature: -15°C to +90°C

Maximum Short Circuit Temperature: Up
to 240 mm²: +250ºC

Maximum Short Circuit Temperature
Above 240 mm²: +220ºC

Construction

Conductor: Class 5 Flexible Copper Conductor 
Insulation: G16 Hard Grade Ethylene Propylene
Rubber (HEPR) 
Sheath: R16 Poly Vinyl Chloride (PVC) 
Sheath Colour: Grey 

Standards

EN 50620, IEC 62893, IEC 60502-1, EN
50575:2014, EN 50575/A1:2016



ConnectEV Electric Vehicle DC Cable - Dimensions

Reference
Conductor Size

(mm2)
No Of Cores Stranding(mm)

Nominal
Diameter

Max Overall Dia Weight(Kg/Km)

CONNECTEVDC
1X4

4 1 50/0.25 2.6 9.3 82

CONNECTEVDC
1X6

6 1 84/0.30 3.4 10 101

CONNECTEVDC
1X10

10 1 80/0.40 4.4 11 152

CONNECTEVDC
1X16

16 1 126/0.40 5.7 11.8 211

CONNECTEVDC
1X25

25 1 196/0.40 6.9 13.5 301

CONNECTEVDC
1X35

35 1 276/0.40 8.1 14.8 396

CONNECTEVDC
1X50

50 1 396/0.40 9.8 16.6 556

CONNECTEVDC
1X70

70 1 360/0.50 11.5 17.6 761

CONNECTEVDC
1X95

95 1 475/0.50 13.3 20.5 991

CONNECTEVDC
1X120

120 1 608/0.50 15.1 22.6 1219

CONNECTEVDC
1X150

150 1 756/0.50 16.8 25 1517

CONNECTEVDC
1X185

185 1 925/0.50 18.5 27.5 1821

CONNECTEVDC
1X240

240 1 1221/0.50 21.4 30.5 2366

CONNECTEVDC
1X300

300 1 1525/0.50 24 33.5 2947

CONNECTEVDC
1X400

400 1 2013/0.50 27.5 38 3870



THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133
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