
IFSI-EMC,FXQJ-EMC Power Cable-1.5mm to 240mm

EMC shielded power cable with copper conductors. Halogen free, flame retardant and self-extinguishing in
the event of fire. Smoke in the event of fire is minimal, transparent and not harmful to electronic equipment.
The cable can be used for fixed installation noth indoors and outdoors, in pipes, ground or water.

Suitable for switchgear and potentially explosive areas. The copper screen has 100% coverage and meets
EMC Directive with appropriate installation.

Key Features

CPR Compliant
Yes

Installation Guidelines
For Installation Temperatures below 0°C
it is recommended that the cable be
stored above 0°C for 24 hours prior to
installation

Voltage Rating
600/1000 Volts

Minimum Bending Radius
12 x Overall Diameter

Temperature Limits
Ambient Temperature, Fixed -20°C to
+90°C

Construction

Conductor: Class 1 or 2 Copper Conductor to BS
EN 60228 
Insulation: Cross Linked polyethylene (XLPE) 
Bedding: Halogen-Free plastic tape 
Concentric Conductor: Copper foil tape and
Copper Wires with counter helix of Copper Tape 
Sheath: Halogen free thermoplastic polymer
compound 
Sheath Colour: Black 

Standards

HD 604 S1-5D
IEC 60228
IEC 60502-1

Core Colours

According to HD 308 S2

2-core: Brown  Blue

3-core: Green  Yellow  Brown  Blue

3-core: Black  Brown  Grey



4-core: Green  Yellow  Brown  Black  Grey

4-core: Blue  Brown  Black  Grey

5-core: Green  Yellow  Blue  Brown  Black  Grey



IFSI-EMC,FXQJ-EMC Power Cable-1.5mm to 240mm - Dimensions

Reference
Conductor Size

(mm2)
No Of Cores

Max Resistance
at 20°c (?/km)

Outside
Diameter(mm)

Weight(Kg/Km)
Current

Capacity in Air

IFSIEMC2X1/5 1.5 2 12.1 11.5 123 25

IFSIEMC3X1/5 1.5 3 12.1 12.0 146 25

IFSIEMC4X1/5 1.5 4 12.1 12.7 170 25

IFSIEMC5X1/5 1.5 5 12.1 13.5 194 25

IFSIEMC2X2/5 2.5 2 7.41 12.3 160 33

IFSIEMC3X2/5 2.5 3 7.41 12.8 192 33

IFSIEMC4X2/5 2.5 4 7.41 13.6 228 33

IFSIEMC5X2/5 2.5 5 7.41 14.5 263 33

IFSIEMC2X4 4 2 4.61 13.3 212 43

IFSIEMC3X4 4 3 4.61 13.9 261 43

IFSIEMC4X4 4 4 4.61 14.9 313 43

IFSIEMC5X4 4 5 4.61 15.9 364 43

IFSIEMC4X6 4 6 3.08 16.2 422 54

IFSIEMC4X10 4 10 1.83 118.9 662 75

IFSIEMC4X16 4 16 1.15 21.4 979 100

IFSIEMC2X6 6 2 3.08 14.4 279 54

IFSIEMC3X6 6 3 3.08 15.1 349 54

IFSIEMC5X6 6 5 3.08 17.3 495 54

IFSIEMC2X10 10 2 1.83 16.8 435 75

IFSIEMC3X10 10 3 1.83 17.6 546 75

IFSIEMC5X10 10 5 1.83 20.3 779 75

IFSIEMC2X16 16 2 1.15 18.9 629 100

IFSIEMC3X16 16 3 1.15 19.8 801 100

IFSIEMC5X16 16 5 1.15 23.0 1157 100

IFSIEMC2X25 25 2 0.727 21.9 841 136

IFSIEMC3X25 25 3 0.727 23.1 1108 136

IFSIEMC4X25 25 4 0.727 25.0 1381 136

IFSIEMC2X35 35 2 0.524 24.1 1057 165

IFSIEMC3X35 35 3 0.524 25.5 1425 165

IFSIEMC4X35 35 4 0.524 27.7 1800 165

IFSIEMC3X50 50 3 0.387 28.8 1991 201

IFSIEMC4X50 50 4 0.387 31.4 2520 201

IFSIEMC3X70 70 3 0.268 32.5 2717 255

IFSIEMC4X70 70 4 0.268 35.5 3449 255

IFSIEMC3X95 95 3 0.193 37.0 3698 314

IFSIEMC4X95 95 4 0.193 40.5 4686 314

IFSIEMC3X120 120 3 0.153 40.8 4676 364

IFSIEMC4X120 120 4 0.153 44.6 5916 364



Reference
Conductor Size

(mm2)
No Of Cores

Max Resistance
at 20°c (?/km)

Outside
Diameter(mm)

Weight(Kg/Km)
Current

Capacity in Air

IFSIEMC3X150 150 3 0.124 44.8 5626 416

IFSIEMC4X150 150 4 0.124 49.0 7172 416

IFSIEMC3X185 185 3 0.0991 50.0 7065 480

IFSIEMC4X185 185 4 0.0991 54.8 8980 480

IFSIEMC3X240 240 3 0.0754 55.4 9006 565

IFSIEMC4X240 240 4 0.0754 60.1 11473 565

THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR
LIABILITY. WE BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE
ACCESSORIES THAT ACTUAL CABLE DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.

For more information contact: 01642 241 133

         

 © 2025 Cleveland Cable Company  Registered Office: Riverside Park Road, Middlesbrough, Cleveland, TS2 1QW  Place of Registration: England | Registered number: 5538824  


