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For more information:

NA2X2Y Cable 1.8/3kV IEC 60502-1 AL/XLPE/MDPE - 16mm? to 1000mm?

Description

NA2X2Y are Low voltage Aluminium, XLPE insulation and MDPE / HDPE
sheathed power cables for distribution networks. This cable is used extensively
in the renewables and datacentre sectors. NA2X2Y cable is suitable for external
installation. Cables can be fixed on cable trays, within conduits or fixed to walls
and is suitable for burial in ducts. The MDPE sheath is UV Resistant and water
resistant to AD7 and AD8

Key Features

Voltage Rating
AC: 1.8/3(3.6)kV
DC:2.7/5.4kV

Minimum Bending Radius
15 x Overall Diameter

Temperature Limits
Maximum operating temperature of conductor: +90°C
Maximum short-circuit temperature up to 5 sec: +250°C
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Standards

e |IEC 60502-1

o IEC 60228

e [EC/EN 60754-1/2

o UV Resistant: 1ISO 4892-2

o AD7 & AD8 water resistance available.

Construction

e Conductor: Class 2 Stranded Aluminium Conductor

o Insulation: Cross Linked polyethylene (XLPE)

e Outer Sheath: Medium Density Polyethylene (MDPE)
e Sheath Colour: Black
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Training & Testing Lab D\lﬁ

AN ISO/IEC 17025 ACCREDITED FACILITY

Cleveland Cable Test & Training Lab

Our state-of-the-art cable testing facility ensures that every cable meets the
highest standards of quality and compliance through continuous, rigorous
testing.

& ]ISO/EC
- () 117025

| uKAs | Accredited
= | Testing Laboratory

31196

CPR

Cleveland Cable Company is committed to compliance with the Construction
Products Regulation (CPR). Where applicable, all cables manufactured after 1st
July 2017 have been assessed in accordance with CPR requirements, with full
supporting documentation available.

Our Sustainability Commitment

We are committed to the journey to Net Zero as a business partner, an
employer and a community member.

By thinking and acting sustainably, we deliver excellent customer service while
reducing carbon emissions in collaboration with our customers and suppliers.
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COMPANY

ecovadis

Cleveland Cable Company has been independently assessed by EcoVadis, a
globally recognised provider of business sustainability ratings. Our score places
us among the top 35% of companies evaluated worldwide, reflecting our strong
commitment to environmental, social, and ethical performance

ecovadis
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NA2X2Y Cable 1.8/3kV IEC 60502-1 AL/XLPE/MDPE - 16mm? to 1000mm? - Dimensions

Reference Conductor Size (mm2) No Of Cores Max Overall Dia Minimum Bending Radius Weight(Kg/Km)
3KVNA2X2Y1X16 16 1 115 173 130
3KVNA2X2Y1X25 25 1 13.0 195 165
3KVNA2X2Y1X35 35 1 14.0 210 204
3KVNA2X2Y1X50 50 1 15.5 233 255
3KVNA2X2Y1X70 70 1 16.8 252 335
3KVNA2X2Y2X70 70 2 28.0 420 770
3KVNA2X2Y3X70 70 3 26.0 390 890
3KVNA2X2Y4X70 70 4 30.5 458 1100
3KVNA2X2Y1X95 95 1 18.3 275 410
3KVNA2X2Y2X95 95 2 31.0 465 970
3KVNA2X2Y3X95 95 3 29.5 445 1100
3KVNA2X2Y4X95 95 4 33.0 495 1400
3KVNA2X2Y1X120 120 1 20.0 300 505
3KVNA2X2Y2X120 120 2 34.5 518 1225
3KVNA2X2Y3X120 120 3 325 488 1395
3KVNA2X2Y4X120 120 4 37.0 555 1785
3KVNA2X2Y1X150 150 1 225 338 610
3KVNA2X2Y2X150 150 2 40.0 600 1560
3KVNA2X2Y3X150 150 3 36.0 540 1710
3KVNA2X2Y4X150 150 4 415 623 2200
3KVNA2X2Y1X185 185 1 235 353 725
3KVNA2X2Y2X185 185 2 425 638 1225
3KVNA2X2Y3X185 185 3 40.0 600 2095
3KVNA2X2Y4X185 185 4 46.5 698 2740
3KVNA2X2Y1X240 240 1 26.0 390 895
3KVNA2X2Y2X240 240 2 48.0 720 1575
3KVNA2X2Y3X240 240 3 45.0 675 2660
3KVNA2X2Y4X240 240 4 525 788 3480
3KVNA2X2Y1X300 300 1 28.5 428 1090
3KVNA2X2Y2X300 300 2 54.0 810 1900
3KVNA2X2Y3X300 300 3 50.0 750 3270
3KVNA2X2Y4X300 300 4 58.0 870 4295
3KVNA2X2Y1X400 400 1 31.0 465 1365
3KVNA2X2Y2X400 400 2 60.0 900 3800
3KVNA2X2Y3X400 400 3 57.0 855 4300
3KVNA2X2Y4X400 400 4 66.5 998 5685
3KVNA2X2Y1X500 500 1 35.0 525 1695
3KVNA2X2Y1X630 630 1 39.0 585 2185
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Reference Conductor Size (mm2) No Of Cores Max Overall Dia Minimum Bending Radius Weight(Kg/Km)
3KVNA2X2Y1X800 800 1 45.0 675 2840
3KVNA2X2Y1X1000 1000 1 520 780 3580
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Multicore 90 °C thermosetting insulated and thermoplastic sheathed cables, non-armoured {ALUMINIUM CONDUCTORS)

TABLE 4)2A
CURRENT-CARRYING CAPACITY (amperes)
Ambient temperature: 30 °C
Reference Method E
Reference Method A Reference Method B Reference Method C (in free air or on a perforated cable tray
(enclosed in conduit in thermally (enclosed in conduit on a wall or in . -
R N N (clipped direct) etc,
Conductor insulating wall etc.) trunking etc.) N .
cross sectional horizontal or vertical)
area 1two-core 1 three- or 1 two-core 1 three- or 1 two-core 1 three- or 1two-core 1 three- or four-
cable, single- phase| four-core cable, |cable, single- phase| four-core cable, [cable, single- phase| four-core cable, |cable, single- phase| core cable, three-
ACorDC three- phase AC ACorDC three-phase AC ACor DC three- phase AC ACorDC phase AC
(mm?) (A) (A) (A) (A) (A) (A) (A) (A)
16 60 55 72 64 84 76 91 77
25 78 71 94 84 101 90 108 187
35 96 87 115 103 126 112 135 263
50 115 104 138 124 154 136 164 304
70 145 131 175 156 198 174 211 409
95 175 157 210 188 241 211 257 471
120 - 180 - 216 - 245 - -
150 - 206 - 240 - 283 - -
185 - 233 - 272 - 323 - -
240 - 273 - 318 - 382 - -
300 - 313 - 364 - 440 - -
NOTES:

1. Where it is intended to connect the cables in this table to equipment or accessories designed to operate at a temperature lower than the maximum operating temperature of the cable,
the cables should be rated at the maximum operating temperature of the equipment oraccessory (see Regulation 512.1.5).

2. Where it is intended to group a cable in this table with other cables, the cable should be rated at the lowest of the maximum operating temperatures of any of the cables in the group
(see Regulation 512.1.5).
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Multicore 90 °C thermosetting insulated and thermoplastic sheathed cables, non-armoured (ALUMINIUM CONDUCTORS)
TABLE4J2B
VOLTAGE DROP (per ampere per metre)

Conductor operating temperature: 90 °C

Conductor cross sectional area 2 cur;éable 2 core cables single phase AC 3 or 4 core cables three phase AC
(mm2) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m)
16 4.8 48 42
r X z r X z
25 31 31 0.165 31 2.7 0.14 2.7
35 22 22 0.16 22 19 0.14 1.95
50 1.60 1.65 0.160 1.65 140 0.135 1.45
70 1.10 110 0.155 1.15 0.96 0.135 0.97
95 0.82 0.82 0.150 0.84 071 0.130 0.72
120 - - - - 056 0.130 0.58
150 - - - - 0.45 0.130 0.47
185 - - - - 0.37 0.130 0.39
240 - - - - 0.28 0.125 0.31
300 - - - - 0.23 0.125 0.26

THE INFORMATION CONTAINED WITHIN THIS DATASHEET IS FOR GUIDANCE ONLY AND IS SUBJECT TO CHANGE WITHOUT NOTICE OR LIABILITY. WE
BELIEVE THE INFORMATION IS CORRECT AT THE TIME OF PUBLICATION. PLEASE NOTE WHEN SELECTING CABLE ACCESSORIES THAT ACTUAL CABLE
DIMENSIONS MAY VARY DUE TO MANUFACTURING TOLERANCES.
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